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A.3 ASSO CIATION ESTAB LISHMENT POLICIES 

A.3.1 General 

There is no li mit on maximum PDU size.  It is usually li mited by the available system memory.  Th e default value is 
16 K (1 6,384 byte). 

A.3.2 Number of Associations 

There is no inherent limitation in the number of Associations accepted by OPAL -R AD Serve r, Professional 
Workstation, Acquire and Fi lm Acquire.  System resources usually li mit it.  Serv er, Professional Workstation, 
Acquire and Fil m Acquire initiate only one Association at a time. 

A.3.3 Asynchronous Nature 

Asy nchronous operations are not supported.  A request for asynchronous transfer is rejected. 

A.3.4 Implementation Identifying Information 

The Implementation Class UI D i s “ 1.2.840.114062” and Implementation Version Name is “OP A L-R AD v4”. 

A.3.5 Asso ciation Initia tion / Acceptance Policy 

Both OPAL-RAD Acqu ire and professional Workstation initiate a new association only with operator interaction.  
For instance, the operator may send a study to a �l m printer from a Workstation.  The SC P does not initiate a new 
association.  It only processes the association from a remote node, optionally alerting the operator about the activity.  
It places no limitations on who may connect to it for veri� cation purposes.  T he remote AE m ust exist and be 
con�gured properly in the Server’s database to perform query and retrieve operations with OPAL-R AD .   

A.3.6 Asso ciated Real World Activity 

A ll real world activity for initiating an association is conducted through the SCU applications, Professional 
Workstation, Acquire and Fil m Acquire.  Real World Acti vities are described in A.1 .3. 

A.3.7 Proposed Presentation Context Table 

OPAL -RAD accepts the following transfer syntaxes. 
 

Name List  UI D List  

JPEG Baseline  1.2.840.10008.1.2.4.50 

JPEG Exte nded 1.2.840.10008.1.2.4.51 

JPEG Lossless  No P red 1.2.840.10008.1.2.4.57 

JPEG Lossless  1.2.840.10008.1.2.4.70 

RLE Lossless  1.2.840.10008.1.2.5 

Implici t VR Little En dian 1.2.840.10008.1.2 

Explicit VR Little En dian 1.2.840.10008.1.2.1 

Explicit VR Big  Endian 1.2.840.10008.1.2.2 
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If a remote client proposes multiple transfer syntaxes to OPAL-R AD Server, t hen preference is given to the transfer 
syntax that matches the host machine’s architecture. The maximum number of Transfer Syntaxes presented in an 
Association is 64. 

A.4 COMMUNICATION P R OFILES 

A.4.1 Supported Communication Stacks 

OPAL -RAD provides TCP/IP Communication Support as de�ned in Part 8. 

A.4.1.1 OS I Sta ck 

OSI  stack is not supported. 

A.4.1.2 TCP/IP Stack 

TC P/IP stack i s inherited from the operating system, and is supported by OPAL-R AD . 

A.4.1.3 Point to Point Stack 

Point to Point stack is not supported. 

A.5 EXTENSIONS / SPECIALIZATIONS / PRIVATIZATIONS 

None. 

A.6 CONFIGURATION 

Al l con�gurable parameters are set through OPAL -R AD Server at runtime.  The con�guration is password protected 
at Administrator level. 

 
A.6.1 AE Title / Presen tation Address M apping 

Local AE title for Acquire is “OPAL Acquir SCU”. Lo cal AE  title for Film Acquire is “OPAL Film Ac SCU”. Lo cal 
AE title for Professional Workstation is “OPAL Viewer SC U”. Local AE t itle for Server is “OPAL Server SC U”.  

Node IP address, netmask, hostname, hostname aliases are con�gured by the local system administrator. 

TCP/IP po rt is con�gurable.  Default is 104 DIC OM.  

A.7 SUP P ORT OF EXTENDED CHARACT ER S E TS 

No extended character sets are supported. 
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